System monitorowania instalacji PV — SOFAR SOLAR

Instrukcja Obstugi Modulu Monitorowania SOFAR SOLAR

Opracowane na podstawie instrukcji SOFAR SOLAR.

Potrzebne rzeczy:
. Podtaczony falownik SOFAR SOLAR

. Telefon komodrkowy, tablet lub laptop

Podchodzimy do falownika i tagczymy
si¢ z jego siecig WiFi

Klikamy przycisk potacz.

W przypadku korzystania z telefonu
komérkowego warto wylaczy¢
transmisj¢ danych na czas konfiguracji
modutu monitorowania z siecig.

Hasto do Wi-FI znajduje sie na
module monitorujgcym lub
pudetku po loggerze.
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W pasku adresowym przegladarki wpisujemy adres: 10.10.100.254

Nazwa uzytkownika: admin

Zaloguj sie

http://10.10.100.254 wymaga nazwy
uzytkownika i hasta. Twoje potaczenie z tg
strona nie jest prywatne

Nazwa uzytkownika

Nazwa uzytkownika

Hasto

Anuluj  Zaloguj sig

Hasto: admin

Zaloguj sie

http://10.10.100.254 wymaga nazwy
uzytkownika i hasta. Twoje polaczenie z ta
strong nie jest prywatne

Nazwa uzytkownika

admin

Anuluj Zaloguj sig

Otwiera nam si¢ okno nawigacyjne modutu monitorowania.

Klikamy na zaktadke ,,Wizard”

& Brak potaczenia z internetem

Status - Inverter information

I | English

|

T420300032032033

NTeW
0.7 kWh
0.3 kWh

F85

Wizard erial number
Quick Set
Advanced
Upgrade
Rated power
Restart
Current power
Reset Yield today
Total yield
Alerts
Last updated

+ Device information

+ Remote server information

( f the router is
connected to internet or not;

(3) check if a firewall is set

_on the router of not;

Znajdz nazwe¢ SSID swojej
sieci Internetowej.

Jesli sie€ jest niewidoczna
kliknij ,,Refresh”.

& Brak potgczenia z internetem

{ A 10.10.100.254/index.cn (3) 3

A | English

Status .
h Please select your current wireless network:
Wizard

Quick Set

Advanced
Upgrade
Restart
Reset

*Note: When RSSI of the selected WiFi network is
lower than 15%, the connection may be unstable,
please select other available network or shorten the
distance between the device and router.




System monitorowania instalacji PV — SOFAR SOLAR

Upewnij sie, ze sita sygnatu jest wieksza niz 15% (RSSI). Wybierz sie€ 1

M - 99
Kliknij ,,Next”.

O A 10.10.100.254/index.cn (@) ¢

Please select your current wireless network:

Site Survey

SSID BSSID IRSSI [Channel

© skywarepl-1187_EXT |60:32.B1:C9.7F:97 [100 [13
skyware.pl-1187 BCF9ASADD3E [42 [13
TP-Link_3F46 9B:DAC4:69:3F46 [1 |5
skyware.pl-1702 C:80:632A:5688 [0 [11
skyware.pl-2093 E4BEED50.77:28 [0 [1
ap2353 lois6D9A46B0 0 |7 |

*Note: When RSSI of the selected WiFi network is
lower than 15%, the connection may be unstable,
please select other available network or shorten the
distance between the device and router.

Add wireless network manually:

Network name (SSID)  skyware.pl-1187_EXT
(Note: case sensitive) e - — -

Encryption method WPA2PSK v
Encryption algorithm  AES v
1 2 3 4

Whpisz hasto do sieci Wi-Fi. Kliknij, Next”.

& Brak potaczenia z internetem

{3 A 10.10.100.254/index.cn (@) ¢

Please fill in the following information:

Password (8-64 bytes)  [iceeeese
(Note: case sensitive)
Show Password

Obtain an IP address Enable ¥
automatically

IP address

Subnet mask

Gateway address

DNS server address

Web Ver:1.0.24
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W nastepnym oknie klikamy ,,Next”. Nastepnie,,Ok™.

& Brak potgczenia z internetem & Brak potgczenia z internetem

(O A 10.10.100.254/index.cn  ® ¢ (O A 10.10.100.254/index_.cn (@) 3

Enhance Security Setting complete!

You can enhance your system security by choosing the following
methods

Hide AP

Change the encryption mode for AP Click OK, the settings will take effect and the system will
restart immediately.

h -
Ghange the uses name and passwors for Web server If you leave this interface without clicking OK, the settings

will be ineffective.

Web Ver:1.0.24 Web Ver:1.0.24

- .
KOnﬁguracja poiqczenla rak potgczenia z internetem

modutu z siecig zakonczona. (O A 10710.100.254/indexcn (&) i

Setting complete! Please close this
page manually!

Please login our management
portal to monitor and manage
your PV system.(Please register
an account if you do not have
one.)

To re-login the configuration
interface, please make sure that
your computer or smart phone

Web Ver:1.0.24
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Przechodzimy do Sklepu Play lub appstore

>

i wpisujemy stowo ,,solarman”. Pobieramy aplikacje.

& | solarman Q 9
solarman
@ IGEN Tech Zainstaluj
Ponad i
3,6 % 3
- 100 tys. .
816 opinii ) PEGI 3 ®
Pobrania

Po uruchomieniu aplikacji klikamy ,,Register” i uzupelniamy formularz o
niezbedne dane.

Register Home Login Me Cancel Register

Login Now, Experience More

Settings

’:] | Have Read And Agreed Terms of Service
After Login, Your Personal Page and
Settings Will Be Here

(e ] [om |

I'm Plant Owner

Build Your Plant in 1 Minute!

A o @

QQ Wechat Weibo

»
-
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Po zalogowaniu si¢ klikamy ,,+” 1 dodajemy naszg instalacjg.

Home + Cancel Scan SN to Build Plant No Device Cancel Scan SN to Build Plant No Device

[P—
Max Power Daily Max Generation v

©

Zezwoli¢ aplikacji solarman na
robienie zdje¢ i nagrywanie filméw?

I'm Plant Owner
ZEZWOL
Build Your Plant in 1 Minute!

ODMOW

Tmd Barcode?.
R

7 1

Enter SN Number Turn on Flashlight
()

Mozemy doda¢ modem skanujgc kod QR lub wpisujgc numer SN modemu.

Back Confirm Plant Info Next
Potwierdzamy lokalizacje i typ A M RN
instalacji oraz wpisujemy jej moc. U
Podkarpackie
Plant Type
Commercial Industrial Ground
roof roof roof plant
On-grid Type

Partly On-grid Distributed All Power on-Grid

Ground All Power

onCirid Offline Storage System
Capacity (kWp) 4.02
mency PLN
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Po zaakceptowaniu danych instalacja powinna sie pojawi¢ na stronie
gtownej. Po kilku minutach powinny sie pojawic¢ pierwsze dane o
produkgciji.

Home - & Kolbuszo..® M [ ee- @ Inverter
e D LU
T420300032025530
Max Power Daily Max Generation 22
Kolbuszowska 16 Brand
Ge tion power o - =
4,02
i Inverter Status Inverter Temp Running Time
Grid 20,30C 0.0h
Intro Summary Device
Kolbuszowskal6 Owner AC Output Power  Daily Generation Monthly Generation
No Intro 3,16kW 1,49kWh 1,27kWh

Annual Generation  Total Generation

Current Generation Power 13,68kWh 1,70kWh
3.14uw
Generation Grid History
Daily Generation Total Generation
- - Voltage Current Power
PV1 395,20V 8,10A 3,20kW
PVv2 0,00V 0,00A 0,00W
Daily Revenue
PV3 0,00V 0,00A 0,00W
Voltage Current Frequency
stal 0D Erriasis R 244,80V 4,30A 50,00Hz
Total Revenue E\:}(?’ J%ﬁ; EISSIon
__ A S 245,00V 4,30A 50,00Hz
W 246,80V 4,30A 50,00Hz

»



